<table>
<thead>
<tr>
<th>Option</th>
</tr>
</thead>
<tbody>
<tr>
<td>Section A</td>
</tr>
<tr>
<td>Material</td>
</tr>
<tr>
<td>Section B</td>
</tr>
</tbody>
</table>

**Drawing DN right opening (DN Rin reverse)**

- Equipment with Monica
- Equipment with Phinme
- Framing Tine
- Door Receives Steel
- Door Receives Steel
- Hose Port

**Options**

- Section A
- Material
- Section B

**Dimensions**

- Width = 12
- Height = 10
- Depth = 8

**Notes**

- All dimensions in mm
- Scale: 1:1

**Construction Details**

- Walls = 250
- Floor = 200
- Ceiling = 300

**Legend**

- Wall
- Floor
- Ceiling
- Door

**Equipment**

- Pump
- Valve
- Actuator

**Technical Specifications**

- Pressure = 1.5 MPa
- Flow Rate = 5 L/s
- Power = 2.0 kW

**Quality Control**

- Standard: EN 1090-2
- Certification: CE

**Approval**

- Approved by: [Signature]
- Date: [Date]

**Feedback**

- Any feedback or suggestions are welcome.

**Contact Information**

- Tel: +123-456-7890
- Email: info@company.com
- Website: www.company.com